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Function
Four-legged, stackable upholstered 
chair for furnishing conference 
rooms as well as high-quality restau-
rant and cafeteria environments.

Frame
Frame in solid aluminium, bright 
chrome plated or coated in silver 
with a satin finish or black. Black, 
multi-purpose plastic glides for all 
types of flooring.

Seat and back
Seat frame in die-cast aluminium, 
bright chrome plated or coated in 
silver with a satin finish or black. 
 Resilient back shell in moulded 
 polyurethane foam around a poly-
propylene core, reinforced with two 
hexagonal rods connecting the seat 
and back. Seat cushion in moulded 
foam; seat pan in black through-
dyed plastic. Back and seat cushion 
 exchangeable, also the unitary, 
 upholstery covers. Two-part, 
 exchangeable cover.

Armrests
Armrests in black polyamide.

Standards
Ceno conference chairs:
DIN EN 13761, DIN EN 1022 and 
ANSI/BIFMA X 5.1

Accessories
Optional stainless steel inline 
 connector.
Optionally model 361, short inline 
connector for linking chairs without 
armrests and chairs with armrests 
alternately with chairs without 
 armrests or model 362 long inline 
connector for linking chairs with 
armrests.

361/5
¡ 47 ¶ 80 ¢ 52 | 54
¡ 181⁄2" ¶ 311⁄2" ¢ 201⁄2" | 201⁄4"

361/6
¡ 47 ¶ 80 ¢ 58 | 54
¡ 181⁄2" ¶ 311⁄2" ¢ 227⁄8" | 201⁄4"

Key to symbols
¡ Seat height
¶ Overall height
¢ Width
| Depth

All dimensions in mm / inches.

Subject to technical change 
 without notice.


